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the kwikset 400 












general specifica 


adjustable: For 1%-inch to 1% 4 
doors. For other door thicknesses, : 
clals can be furnished at additio 
cost. 


backset of all models, 2% inches. 





for speedy installation 


knob: Diameter, 1-57/64 inches for 
inside and outside. Material, wrought 
brass, wrought bronze, or pressure- 
cast Zamak #5.* 


t 


the kwikset mortiser , a 


latch: Reversible on all models. : 


knob projection: From face of door to 
end of kneb, 2% inches on outside 
locking knob, 2 inches on all inside 
knobs. 






¢ 





rose: Diameter, 24 inches. Material, 
wrought brass, wrought bronze and 
pressure-cast Zamak #5.* 


front latch face and deadilocking latch 
face units, 24% x1 inch. Wrought brass 
or wrought bronze. 


latchbolt: Throw, % inch, plain latch; 
13/32 on deadlocking latchbolt. Mate- 
rial, Zamak #5° pressure casting. 


strike: Curved lip, 1% Inches lip to 
center. Material, steel (cadmium plat- 
ed), brass or bronze. 


cylinder: Five-pin tumbler. Material, 
Zamak #5°* pressure casting. Wrought 
brass or wrought bronze covers. Brass 
tumbler pins. (Cylinder reversible.) 


keys: Nickel silver. Changes practically 
unlimited. Random keyed. Also keyed 
in pairs and alike at no extra charge. 


master keying: Can be ordered master 
keyed as desired. 





cylinder reversing: Cylinder may be the kwikset jig 
reversed in the fleld. Instructions for 
reversing cylinder, making key 
changes, and cylinder removing tool 
available on request from dealer or 


manufacturer. 








packing: Assembled for installation, 
-—_ in a box with screws and instruc- 
tions. 


"Tensile strength, 45,400 ibe. /eq. in.; 
Compression strength, 87,000 ibe. /eq. in.; 
Impact strength 18 ft. Ib. 


Mention Hardware Age When Writing 





